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You will be presented with the Custom Setup dialog. By default, the client
installation method installs the necessary components on the current
workstation for ShipConstructor 2011 to run while accessing project files
and databases on a remote server. You can add or remove features if you
want to further customize your install although it is recommended that
most users leave the default options.

i - ﬂ b
) ShipConstructor 2011 64 bit Setup e
Custom Setup .
| . SHIPCONSTRUCTOR'I'

Select the way you want features to be installed.

Click the iconz in the tree below to change the way features will be installed.

ShipConstructor Support Files
SC Client (ACAD 2010)

5C Client (ACAD 2011)
ShipConstructor Server Utilities
NC-Pyros This feature requires 135MB on
ShipCAM your hard drive.

MavisWorks Enabler

Required Support Files

Location: C:Program Files\shipConstructor 2011Y

Reset | |[Diskusage | | Back |[ mext | [ cancel |

Click Next. ShipConstructor 2011 is now ready to install. Click Install to
begin the installation process.

Once the installer has completed click the Finish button to close the
installer.
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Activate ShipConstructor Licensing

1.  To ensure locks are viewable by the License Server plug the Lock(s) into
the USB port(s) of the computer for hosting the License Server.

2. Onthe License Server computer, go to your Start menu and choose All
Programs->ShipConstructor Licensing and click on LockView to open
the LockView dialog. Ensure that the locks can be viewed.

# ST LockView [E=S=)

“ersion: 11.100.0.0
Lock Mame: Chiis-551 2308
Senial Mumber: 2308

E «piry Type: Mot Perpetual

E xpiry Date [d/mA) 2641172010
LIM&S Date [dfmdy): 2641142010
Last Used [dfmdy]: 2341142010

Project Split & Merge: Mo

odule Wersion: Level: Mumnber of Licenses:
Univerzal Mo License

Structure 12m 1 1 [Standalone]
Mest 120 1 1 [Standalone]
Automatic Mest 12m 1 1 [5tandalone]
Profilet est 12m 1 1 [5tandalone]
ProductHierarchy 120 1 1 [Standalone)
Fipe 120 1 1 [Standalone)]
E quipment 120 1 1 [Standalone)
HWAL 120 1 1 [Standalone)
Penetrations 12m 1 1 [Standalone]
Hull/ShipCakd 120 1 1 [Standalone]
"w'eldb anagement 12m 1 1 [5tandalone]
Diist. Syz. Supports 12m 1 1 [5tandalone]
Feports 12m 1 1 [Standalone)
MC-Pyros 120 1 1 [Standalone)

Update Counter: 103
ProgramlD: 35

Update Code: 235-061-1060
I zase of lock problems, check the Licensing section of the ShipConstructor Knowledge Base

v, shipconstiuctor. comdkb
If the problem cannot be resolved, e-mail this file bo: support@shipconstuctor. com

Log file created: C:%Program Files\Common Files\S515S ClicensingChris-S51 2308 bt

Copy To Clipboard Close

Note: If you receive the message, “Unable to View Lock”, contact
ShipConstructor Software Inc. for technical support.
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On the License Server computer, go to the Start menu and choose All
Programs->ShipConstructor Licensing and click on License Monitor.
In the Server textbox select (Local Computer) and click Refresh. The
Locks should appear below in the Locks Attached to the Server area. The
license information should appear below that in the Licensed Module List.

) s3I License Monitor EPTEEEY
Server Port
<] 3560
Locks Attached to Server
Lock Name | Serial Number [ Expiry Date [ UM&S Date |
Chiis-§51 2308 2308 11/26/2010 11/26/2010
Licensed Module List Module Users
Maduie | version [ SpitMer...| Level [ Avaisble| inUse | Tota | [ User | Computer |
Structure SC2008R4 No 1 1(SA) 0 1(58)
Nest SC2008R4 N 1 1(SA) 0 1(58)
Automatic Nest 'SC2008R4 No 1 1(SA) 0 1(58)
Profile Nest SC2008R4 No 1 1(SA) 0 1(5A)
Product Hierarchy 'SC2008R4 No 1 1(SA) 0 1(5A)
Fipe SC2008R4 No 1 1(SA) 0 1(54)
Equipment SC2008R4 No 1 1(5A4) 0 1(5A)
HVAC SC2008R4 No 1 1(5A) 0 1(5A)
Penetrations SC2008R4 No 1 1(3A) 0 1(5A)
Hull/ShipCAM SC2008R4 No 1 1(SA) 0 1(5A)
Weld Management SC2008R4 No 1 1(SA) 0 1(5A)
Dist. Sys. Support SC2008R4 No 1 1(SA) 0 1(58)
Electrical SC2008R4 No 1 1(SA) 0 1(58)
Reports SC2008R4 No 1 1(SA) 0 1(5A)
NC-Pyros SC2008R4 No 1 1(SA) 0 1(5A)
Password [
(S4) = Stand alone Close

Note: If the License Monitor is unable to see your lock you may
need to start the ShipConstructor License Server service.

Click the Close button to close the License Server Monitor once you have
varified that it is connecting to the lock properly.

To ensure licenses are viewable by the ShipConstructor Client, on the
computer hosting the ShipConstructor Client go to your Start menu and
choose All Programs->ShipConstructor Licensing and click on License
Monitor.
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In the Server textbox, enter the IP address or the name of the license
server and click Refresh. If the License Monitor can connect to the lock it
will display it in the Locks Attached to Server area and you will see a list of
modules on the lock in the Licensed Module List.

3 581 License Monitor [ocoa B o] )

Server Port _Hep |
[SQL2008SERVER ~] [380
Locks Attached to Server

Lock Name | Serial Number | Expiry Date [ UM8S Date [

Server backup 1413 1413 12/3172010 1273172010
Licensed Module List Module Users

Wodule [ Verson | SpitMer.. | Level | Available | nlUse | Total | | User [ Computer |
Universal SC2008R4  Yes  Unimeed 35 15 50

Structure SC2008R4  Yes  Unimied 23 2 2

Nest SCZ00SR4  Yes  Unimied 24 1 5

Automatic Nest SC2008R4  Yes  Uniméed 24 1 25

Prafile Nest SC2008R4  Yes  Unimeed 24 1 5

Product Hierarchy SC2008R4  Yes  Unimied 24 1 5

Fipe SCID0SR4  Yes  Unimied 24 1 5

Equipment SC2008R4  Yes  Unimeed 24 1 Fo

HVAC SC2008R4  Yes  Unlimied 24 1 P

Peneirations SCZ008R4  Yes  Unimied 24 1 5

Hul/ShipCAM SC2008R4  Yes  Uniméed 24 1 25

Weld Management SC2008R4  Yes  Unimeed 24 1 5

Dist. Sys. Support SC2008R4  Yes  Unimied 24 1 5

Hecrical SCID0SR4  Yes  Unimied 23 2 5

Repotts SC2008R4  Yes  Unimeed 25 ] Fo

NC-Pyros SC2008R4  Yes  Unimied 25 ] F

Password R

(SA) = Stand alone Close

Once you have varified that the client can see the License Server, click
Close to close the License Monitor window.

To complete the process you will need to create a new project in
ShipConstructor. Go to your Start menu and choose All Programs-
>ShipConstructor 2011 and click on ShipConstructor 2011 to launch the
program.
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From the ribbon bar choose New Project. The New ShipConstructor
Project dialog will open.

ra Mew ShipConstructor P_ @J M1

New Project

Project Name SC2011Project

Project Folder  C:\Users\chrisc\Documents\SC20 11Project E]
SR e SR 0| 20035ERVER \SHIPCON -

[ view From Aft
Template Project(s)
Use the same template for all areas

Template .PRO or XML Template File -
\Users, Settings & Ranks (]
Shared Stocks & Standards
Structural Stocks

Pipe Stocks

HVAC Stocks

Penetrations

Equipment Stocks

Hull Locations

Administrator Login

User Name

Password

[] Use Windows Authentication =

Click on the ... button next to the Project Folder text box then choose a
folder to store your project in. This can be on your computer or another
computer on your network.

For the Project Server choose the machine on your network that has your
SQL server installed. This will be listed in the format <Machine Name>\
SHIPCON.
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13.

14.

Under Template Project(s) put a checkmark in the Use the same

template for

all areas.

Under the .PRO or .XML Template File heading, click on the ... button
beside Users, Settings & Ranks. Then choose MetricTemplate or
ImperialTemplate from the dialog box. Click Open.

B Open @E
@Egj, |, « Program Files » ShipConstructor2011 » ProjectTemplates ~ [ 43 || Search ProjectTemplates

4 Libraries
[=| Documents
& Music
=) Pictures

H videos

1% Computer
&, Local Disk (C2)
(s Data (D)

2 MirrorK (X
53 MirrorY ()
&2 MirrorZ (Z)

[ SR NI—

DVD RW Drive (E:

i

p
Organize ~ New folder = 0 @
¢ Favorites Name Date modified Type Size
.} Desktop | DINPipeCatalog 31/05/2010 4:05 PM XML Document 802 KB
1 Downloads ImperiaTemplate 31/05/2010 405 PM XML Document 5,667 KB
‘E;] Recent Places MetricTemplate 31/05/2010 4:05 PM XML Document 4925 KB
| PipeCatalog 31/05/2010 405 PM XML Document 5,466 KB

File name:  MetricTemplate

~ | Allvalid import files (".PRO;".XI ~
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After a few seconds you should see that all of the templates have been
populated with the path and template file that you just chose.

ra Mew ShipConstructer Project_ l@u1

New Project

Project Name ~ 5C2011Project

Project Folder  C:\Users\chrisc\Documents\SC2011Project E]
Project Server  SQL20DBSERVER\SHIPCON -

[ view From aft
Template Project{s)
Use the same template for all areas

Template \PRO or XML Template File -
\Users, Settings & Ranks Prog pCa D 2
Shared Stocks & Standards | C:\Program Files\ShipConstnu.. \MetricTemplate. XML
Structural Stocks C:\Program Files\ShipConstru.. \MetricTemplate. XML
Pipe Stocks C:\Program Files\Ship Constne. \MetricTemplate XML |5
HVAC Stocks C:\Program Files'\Ship Constru...\MetricTemplate. XML
Penetrations C:\Program Files\ShipConstnu.. \MetricTemplate. XML
Equipment Stocks C:\Program Files\ShipConstru.. \MetricTemplate. XML
Hull Locations C:\Program Files\ShipConstru.. \MetricTemplate XML _
Administrator Login

User Name  ShipConstructor

Password sewswes]

[7] use Windows Authentication [

oK ] [ Cancel

In the User Name text box in the Administrator Login section, enter
ShipConstructor. Then, in the Password text box, enter the password that
you used for this user during installation.

Click OK to create the project. The project creation will take several
minutes to complete.

Once the New Project Created dialog box pops up press OK to close it.
You will now need to connect to project that you just created. Click on

the Navigator button in the ribbon to bring up the Register Project
window.
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21.

22.
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Click on the newly created project and enter ShipConstructor for the User
Name. Then enter your password for the ShipConstructor user. Click on

Open to open the project. The Licensing window will automaticlly open
for you.

# Licensing ]
Modules
Acquire[Madule [Parts [Level (Max Parts) [Lic Avail [Lic Total [Status ]

o ool =

select [ unselect all [,t,wmmk ] [@aeﬁesh List

Release Date: 13/07/2010
Lock Info

Server | Lock Name Expiry Date | Days Left |UMSSDate | Type
SQL2008SERVER

Show this window during Project Register [

oK ] [ cancel |

Click on the Network button to open the Network License Settings
window.

r M
;‘ Network License Settings _lglﬁl Q@M

TCP{IP Address or Domain\Computer
License Server |
<Local Computer>
SOL20085erver E
[~]
Port: 3960 [iaNew | [XDelete ]
[ 0K ] [ Cancel l

Click on the New button and under License Server enter the machine
name or TCP/IP address of the server where your USB hardware lock is
plugged in.
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23.  Click on OK to close the Network License Settings window and to
retrieve the license information. You will return to the Licensing window.
# licensing [ | e
Modules
Acquire[Module [Parts [Level (Max Parts) [ Lic avail [Lic Total [Status ]
B Automatichest 0 Level 1(750 Structure Parts) 1 1
[ DistSystemSupports 0 Level 1{400 Fipe Parts) 1 1
gl Equipment 0 Level 1{150 Equipment Parts) 1 1
[, Hull 0 Level 1(750 Structure Parts) 1 1
o HYAC 0 Level 1(400 HVAC Parts) 1 1
[ Nest 0 Level 1(750 Structure Parts) 1 1
Bl Penetrations 0 Level 1(150 Penetrations) 1 1
& Pipe 0 Level 1{400 Pipe Parts}) 1 1
= ProductHierarchy 0 Level 1(1850 Total Parts) 1 1
= ProfileNest 0 Level 1(750 Structure Parts) 1 1
[ Structure 0 Level 1(750 Structure Parts) 1 1
# weldManagement 0 Level 1{750 Structure Parts) 1 1
[F3 Electrical 0 Level 1(100 Electrical Parts) 1 1
select ] unselect all [#faNetwork | [fZRefresh List
Release Date: 13/07/2010
Lock Info
Server Lock Name Expiry Date [Days Left |UMSS Date |Type
SQL2008SERVER 26/11/2010 2 26/11/2010  ShipConstructor
Show this window during Project Register [ = ] [ — ]
=)
24. If your licenses have been successfully retreived you will see all of the
available aquired modules as well as their status.
25.  Click OK to close the Licensing window. The ShipConstructor Navigator

will load. Click Close to close the ShipConstructor Navigator. You have

now successfully installed ShipConstructor on your network.

Note: If you have other machines on your network that need
to have ShipConstructor installed you can re-run the client
installation and activate licensing steps on each machine.
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Standalone Installation
Overview

The basic process of installing ShipConstructor for a Standalone Installation
involves the following steps:

1. Install and/or Configure SQL Server

2. Install ShipConstructor Files
3. Enable Licensing

Install SQL Server 2005 Express on Windows XP

1.  Insert the ShipConstructor 2011 DVD into your DVD drive. The Install
menu will autorun.

SHIPCONSTRUCTOR!

2011

Install ShipConstructor 2011

Install ShipConstructor 2011 Object Enabler

Contact ShipConstructor Software Inc.

Help

Note: If you have autorun disabled in Windows or if you have
downloaded the full install from the internet, you will need to
load setup manually.

46



2.
3.

4.

Chapter 2
ShipConstructor Installations

Click Install ShipConstructor 2011. The Setup Type menu will appear.
Click Install Standalone. The ShipConstructor 2011 Standalone
Installation menu will appear.

SHIPCONSTRUCTOR!

2011
ShipConstructor 2011 Standalone Installation
Install Microsoft® SQL Server® 2005 Express Edition

About SQL Ser 005 Express Edition Limitations

Windows 7 and Vista Users: Read this KB Article before installing SQL Server Express

Install ShipConstructor Standalone

3 registered trademark o

Click Install Microsoft SQL 2005 Express Edition. The SQL Server 2005
Express Edition installer will launch, install and configure SQL automatically
for use with ShipConstructor 2011.

Install SQL Server 2005 Express Edition on
Windows 7, Windows Vista, Windows Server 2008,
Windows Server 2008 R2

1.

Insert the ShipConstructor 2011 DVD into the DVD drive in your
computer. The Install menu will autorun.

Note: If you have autorun disabled in Windows or if you have
downloaded the full install from the internet, you will need to
load setup manually.
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2. Click the Exit button to close the Install menu.

3. Go to the Start Menu->Computer to open Windows Explorer.

%) Computer »

| 43 [l Scorch Computer

Organize +  AutoPlay et  Bumtodisc  Propeties  Systemproperies  Uninstall or change a program

»

¢ Favorites 4 Hard Disk Drives (2)
B Desktop Local Disk () Data (D)
8. Downlods

%) Recent Places 77 GE free of 232 GB

4 Devices with Removable Storage (2)

M Computer
&, Local Disk (C)
o Data (D)
BB oD RW Drive (E) ShipConstn ~

DVD RW Drive (E) ShipConstructor Space used: M| Total size: 438 GB
D Drive Space free: 357 GB File system: UDF

233 GE free of 465 GEB

A Libraries S DVD RW Drive (€) ShipConstructor
|3 Documents ‘gy Floppy Disk Drive (&) [
QI NBY 3.57 GB free of 433 GB
& Music L tiin i i A
(=) Pictures
B videos

4. Right click on the DVD drive that the ShipConstructor 2011 disc is in and

choose Open from the right click menu.

» Computer » DVD RW Drive (E) ShipConstructor »

Search DVD RWD:

E) ShipConstr.

2

% Computer
&, Local Disk (C:)
(s Data (D)
B8 VD RW Drive (E:) ShipConstn

% & items

Organize v Burn to disc Al @
B Desktop * MName ° Date modified Type Size
& Downloads
@2 Recent Places 4 Files Currently on the Disc (6)
- L HTA 15/11/2010 311 PM  File folder
4 Libreries | Setup 15/41/2010 311 PM  Filefolder
% Documents B Full nstaller 30/09/20101104 .. WinRARZIParchive 330,127 K
J‘ Music & autorun 29/06/2010 4:42 PM  Setup Information 1KB
5 Pictures B Installation 23/06/20101552PM Compiled HTMIL .. 745K
i Videos @ Setup. 21/05/2010 1:13 PM  Application 132KB
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Open the Setup folder to list the contents.

» Computer » DVD RW Drive (E]) ShipConstructor » Setup » Search Setup
Organize v Burnto disc 0 @ |
B Desktop ~ MName - Date modified Type Size
8 Downloads
] Recent Places 4 Files Currently on the Disc (5)
). Prerequisites 15/11/2010 311 PM  File folder
@ Libraries ). ShipConstructor2011 15/11/2010 211 PM__ File folder
[ Documents [ 1 5QLExpress 15/11/2010 311 PM _ Filefolder
& Music SSlLicensing 15/11/2010 211 P Filefolder
] Pictures ShipConstructor2011_Setup 30/09/20109:53 AM  Application 58 KB
B videos
™ Computer
&, Local Disk (C:)
a Data (D)
B3 ovD RW Drive (E:) ShipConstn
SQLExpress Date modified: 15/11/2010 3:11 PM
l | File folder

Copy and paste the SQLExpress folder from the Setup folder onto your
desktop .

Open the SQLExpress folder that you just copied to your desktop.

Edit the template.ini with your favorite text editor.

» SQLEpress

Organize v @ Open »  Sharewith v Bum  New folder I @ ||
e — ~ Name : Date moified Type Size

B Desktop (@) SetupSQLExpress 11/03/20101046 ... Application 58KB

8 Downloads 5] SQLEXPR 02/03/2010 239 PM _ Application 56,049 KB

"] Recent Places | template 15/11/20101208 ...  INIFile 1KB
4 Libraries

|3 Documents

& Music

[ pictures

B videos

% Computer
&L, Local Disk (C:)
(s Data (D)
DVD RW Drive (E:) ShipConstr ~

& template Datemodified: 15/11/20101208 PM  Date crested: 15/11/2010 330 PM
INIFile Size: 380 bytes
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9.

10.
1L

Look for the line that says SAPWD=ShipCon and add a 1 onto the end of
ShipCon so the line reads as SAPWD=ShipCon1.

File Edit Fomat View Help
[options]

|ADDLOCAL=ALL
| ADDLOCAL=ALL

INSTANCENAME=SHIPCON
5QLBROWSERAUTOSTART-1

SQLAUTOSTART=1

AGTAUTOSTART=1

SECURITYMODE-5QL

5APWD=ShipCon|

REINSTAL LMODE=OMUS

DISABLENETWORKPROTOCOL S=0
ERRORREPORTING=0

SQMREPORTING=0

ENABLERANU=1

ADDUSERASADMIN=0
SQLCOLLATION=5QL_Latinl_General_cpl_CI_As
SQLACCOUNT="NT AUTHORITY\SYSTEM"
SQLBROWSERACCOUNT="NT AUTHORITY\SYSTEM"

Save the file and close the text editor.

Launch the SQL setup process by double clicking on the
SetupSQLExpress icon. SQL will now launch, install and configure itself
for use with ShipConstructor 2011.

Installing and Configuring All Other Version of SQL

Note: The following steps are only required if installing SQL Server 2005,
SQL Server 2005 Express Edition (downloaded version), SQL Server 2008,
or SQL Server 2008 R2. The version that is included on the ShipConstructor
2011 disc is pre-configured to work with ShipConstructor 2011.

After installing any of the supported versions of SQL Server as per Microsoft's
instructions you will need to go through the following configuration steps to make
SQL work with ShipConstructor.

These steps will perform the following:

50

EnableTCP/IP and Named Pipes Protocols
Enable Remote Connections

Turn on the SQL Server Browser Service

Enable xp_cmdshell

Configure the Maximum Degrees of Parallelism
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Configuring SQL Server 2005, or
SQL Server 2005 Express Edition (downloaded version)

1. Go to the Start menu and under the All Programs->Microsoft
SQL Server 2005->Configuration Tools menu choose SQL Server
Configuration Manager.

Under SQL Server Configuration Manager (Local) expand SQL Server
Network Configuration.

Select the Protocols for <Instance Name> node in the tree on the left.

: :

File Action View Help
L AR NENCIEY

48 SQL Server Configuration Manager (Local) Protocol Name Status
[El SQL Server 2005 Services

SO Server 2005 Network Confi b ¥ Shared Memory  Enabled

4 EE: 2 a;ver 20 S:;:ZDNM iguration (32bit) Named Pipes Erabled
rotocols for

» 8 SQU Native Client Configuration (32bit) ilf:ﬂp E"“‘L“E‘:

.5 50L Server 2005 Network Configuration 1sable

» B SQL Native Client Configuration

4. Right-click on TCP/IP and select Enabled.
5. Right-click on Named Pipes and select Enabled.

Choose File->Exit to close the SQL Server Configuration Manager.
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7.  Go to the Start menu and under the All Programs->Microsoft SQL
Server 2005->Configuration Tools menu choose SQL Server 2005
Surface Area Configuration

8. Click on the Surface Area Configuration for Services and Connections
link.

SQL Server 2005 Surface Area Configurati
9

§8E Server200s

Help Protect Your SQL Server

Minimize SQL Server 2005 Surface Area

SQL Server 2005 improves manageability and security by giving administrators more control over the surface area of local
and remote instances of SQL Server 2005. With the SQL Server 2005 Surface Area Configuration tools, you can easily:

» Disable unused services and network protocols for remote connections.
* Disable unused features of SGL Server components

Far new installations, use these tools to enable required festures, services, and network protocols that are disabled by
default. For upgraded instances, use these lools to identify and disable unused features, services, and protocols

Users with administrative privieges on Microsoft Windows Vista and later versions will no longer have administrative
privileges on this SQL Server installation by default. To explicitty add yourself as a SQL Server administrator, click on the
below link:

@ Add New Administrator

@ Read more about configuring the SGQL Server surface area

Configure Surface Area for localhost (chance computer)

ﬁ Surface Area Configuration for Services and Connections

%"4 Area Configuration for F
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Under <Instance Name>\Database Engine\Remote Connections, select
Local and Remote Connections, and Using both TCP/IP and named

pipes.

4 Surface Area Configuration for Services and Connections - \D(al_ [

r‘\ SQL Server 2005 Surface Area Configuration
& Help Protect Your SQL Server

Enable anly the services and connection types used by your applications. Disabling unused services and connections helps
protect your server by reducing the surface area. For default settings, see Help.

Select a component and then configure its services and connections:

=] ﬂ SHIPCON By defautt, SQL Server 2005 Express, Evaluation, and Developer editions allow local
=] D Database Engine client connections only. Enterprise, Standand, and Workgroup editions also listen for
5 remote client connections over TCP/IP. Use the options below to change the protocols
Srvice on which SQL Server listens for incoming dliert connections. TCP/IP is prefered over
hdl R=mote Connections named pipes because it requires fewer ports to be opened across the firewall
[} Analysis Services

Integration Services
[, saL Server Browser

Local connections only

Local and remote connections

Using TCP/IP only

Using named pipes only

Using both TCP/IP and named pipes

View by Instance | View by Component

Click Apply to save the changes.
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1L

12.

13.

Under <Instance Name>\SQL Server Browser\Service, set the Startup
type to Automatic, and click the Start button to start the service.

4 Surface Area Configuration for Services and Cannections - \ocalh_ ﬂ

) SQL Server 2005 Surface Area Configuration
&~ Help Protect Your SQL Server

Enable only the services and connection types used by your applications. Disabling unused services and connections helps
protect your server by reducing the surface area. For default setfings, see Help.

Select a component and then configure its services and connections:

B [§ SHIPCON

=] D Database Engine
Service
Remote Connections

[a Analysis Services
Integration Services

£ [, SQL Server Browser
+

View by Instance | View by Component

This service retums named pipe and TCP port information to client applications. Enabling
this service is recommended for Analysis Services

Service name: SGLBrowser
Display name:  SQL Server Browser

Description:  Provides SQL Server connection information to client computers

Startup type: [Mnmaue

Service status: Running

[ ok J[ Concel J[ mooty J[ oo |

Click OK to save the changes and return to the SQL Server 2005 Surface
Area Configuration window.

Click on the Surface Area Configuration for Features link.
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14.  Under <Instance Name>\Database Engine\xp_cmdshell, Check the
Enable xp_cmdshell checkbox.

[%} Surface Area Configuration for Features - Ioca!hos_ g

ﬂ SQL Server 2005 Surface Area Configuration
&~ Help Protect Your SQL Server

Enable only the features reguired by your applications. Disabling unused features helps protect your server by reducing the
surface area. For default settings, see Help

Select a component, and then configure its features

=] ﬂ SHIPCON The #p_cmdshell extended stored procedure runs operating system commands from
=] D Database Engine within the Database Engine. Enable xp_cmdshell only f your applications or scripts must
Ad Hoc Remote Gueries| US€ xp_cmdshell to run operating system commands.
CLR Integration
Native XML Web Servic
OLE Automation
Service Broker
*

[ Analysis Services

Enable xp_cmdshel

Kl i 3

View by Instance | View by Component |

[ ok J[ Concel J[ mooty J[ oo |

15. Click OK to close the window and return to the SQL Server 2005 Surface
Area Configuration window. Close the SQL Server 2005 Surface Area
Configuration window to complete the setup. Your computer is now
ready for installation of the ShipConstructor Server files.

Note: You may be required to restart your computer after
making these changes. Please restart before installing the
ShipConstructor Standalone files to ensure that the settings are
up to date.
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Configuring SQL Server 2008, or SQL Server 2008 R2

1.  Go to your Start menu and choose All Programs->Microsoft SQL Server
2008->Configuration Tools and click on SQL Server Configuration
Manager.

2. Under SQL Server Configuration Manager (Local) expand SQL Server
Network Configuration.

ﬁql Server Configuration Mat |

Eile Action Vi
@z 7=
43 5QL Server Configuration Manager (Local) Protocol Name Status
B SQL Server Services . %~ Shared Memory  Enabled
% :gt :‘e:’e' N(Iamfrlkﬂi"(" f'gf“'“"’t” (32(;”;& Y %~ Named Pipes Enabled
b ative Client onfiguration (32bil
= 9 FTCPP Enabled
4 . SQL Server Network Configuration
Fvia Disabled

(3 Protocols for SHIPCON
» & SQL Native Client 100 Configuration

w

Select the Protocols for <Instance Name> node in the tree on the left.
Click on the status for Named Pipes and change it to enabled.
5. Click on the status for TCP/IP and change it to enabled.

>
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Select the SQL Server Services node under SQL Server Configuration
Manager (Local) from the tree on the left.

In the right hand side pane, right click on SQL Server Browser and choose
Properties from the right click menu.

LogOn | Service | Advanced

Log on as:

Start Mode

B SQL Server Services & Built-n account: ing Automatic
4. saL Server Network Confi Local Service Automatic
> 2 SQL Native Client 10.0 Cor 5 Manual
4§ SQL Server Network Confid| | Tis account: e
d Automatic

[ Protocols for SHIPCO TS ,—

= " Erowse
» & 5QL Native Client 10.0 Cor +|
Password: [
Confimpassuords  [Fe

Restart |

Apply H Help. ]

In the SQL Server Browser Properties window that opened, click on the
Start button to start the service if it isn't already started.

Click OK to save the changes and close the SQL Server Browser
Properties window.

Under the File menu choose Exit to close the SQL Server Configutation
Manager.

Go to your Start menu and choose All Programs->Microsoft SQL Server
2008 and click on SQL Server Management Studio.

file Edt Yiew Iooks Window Community Help

§ 5l New Query | [y | £y oy o | Gn |5 W 0 | )

3 Security
(3 Server Objects
(3 Replication

3 Management
(3 5QL Server Agent

4 m L3
Ready
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12. Right click on the Database Server Instance that is being configured.

13. Choose Facets from the right click menu to open the View Facets
Window.

14. Change the Facets dropdown to Server Configuration.

15. Change XPCmdShellEnabled to True.

— — ——
Uiz View Facets - SSI-CHRISC\SHIPCON TS ==
i) Ready
Selecta page 5 script ~ | [ Help
% General

Eacet [Server Configuration -
Description: Exposes properties of the Server regarding the configuration settings of
the server,
Facet properties:
ShowAdvancedOptions False -
SmoAndDmoXPsEnabled True
SqiMailEnabled False
TransformNoiseWords False
TwoDigit¥earCutoff 2049
UserConnections 0
UserlnstancesEnabled Property value 'UserlnstancesEnabled is not ¢
UserdnstanceTimeout Property value 'UserlnstanceTimeout' is not @
UserOptions 0
ST EED WebAssistantEnsbled Property value 'WebAssistantEnabled' is not EEI
8 SS-CHRISC\SHIPCON XPCmdShellEnabled True
[ARLDOMAIN\ chrisc] 7
View connection properties XPCmdShellEnabled
e Gets or sets the Boolean property value that specifies whether the XP cmd shell enabled
configuration option is enabled.
Ready
Export Current State as Policy...
ok |[ cancel |[ Hep |

|

16. Click OK to save the changes and close the View Facets window.
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In the Object Explorer, right click on your server instance and choose
properties from the right click menu.

In the Server Properties window that just opened, under Select a page
click on Advanced.

In the right hand pane under the Parallelism section, change Max Degree
of Parallelism to 1.

e B
[ Server Properties - SSI-CHRISC\SHIPCON FE Q\L
Selecta page T
147 General 5 seret Hep
14 Memory
% Processors 4] | =]

& Securty
% Connections El Filestream
3 Database Settings Filestream Access Level Disabled
4 Advanced =] ﬁmelam
Qj Permissions Allow Triggers to Fire Others True
Blocked Process Threshold 0
Cursor Thresheld -1
Default Full-Text Language 1033
Default Language English
Full-Text Upgrade Option Rebuild
Max Text Replication Size 65536
Optimize for Ad hoc Worldoads False
Scan for Startup Procs False
Two Digit Year Cutoff 2049
El Network
Network Packet Size 4096
Remote Login Timeout 20
C 3 & Parallelism
Cost Threshold for Paralielism 5
Server Locks 0
SSICHRISCISHIFCON 1
Connection Query Wait -1
ARLDOMAIN'chrisc
7 View connection propetties Max Degree of Parallelism
Limit the number of processors to use in parallel plan execution.
Progress
Ready ~ ~
@ Corfigured values (©) Running values
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20. Under Select a page click on Connections.
21. Under the Remote server connections section, ensure that Allow remote
connections to this server is checked.

e
[ Server Properties - SSI-CHRISC\SHIPCON EE QE‘
Selecta page =

Sciipt ~ Hel
147 General & sawt ~ [T te
14 Memory
14" Processors Connections
Security
[EE——— Maimum number of concurrent connections (0 = unlimited)
Database Settings 0 —
#A Advanced =
22! Pemissions [] Use query govemorto pravent long-unning queries
0
Default connection options:
[] implicit transactions ~
[7] curser close en commit E
[] ansi wamings S
[7] ansi padding
[] ANSI NULLS
[7] arthmetic abort -
Connection Remote server connections
Server: 5
251 CHRISC\SHIFCON Allow remote connections to this server
Remote guery timeout (in seconds, = no timeout)
Connection .
ARLDOMAIN'chrisc 600 5
propei . - -
1!3 View connection properties [ Require distributed transactions for server+o-server communication
Progress
Re: _ -
ady @ Corfigured values (©) Bunning values

22. Click OK to save the changes and close the Server Properties window.

23.  Close the Microsoft SQL Server Management Studio window to
complete the configuration of your SQL server. Your computer is now
ready for installation of the ShipConstructor Standalone files.

Note: You may be required to restart you computer after making these
changes. Please restart before installing the ShipConstructor Standalone
files to ensure that the settings are up to date.
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Configuring Windows Firewall

If a firewall is turned on but not correctly configured, attempts to connect to
SQL Server might be blocked. If this is the case, consult www.microsoft.com for
instructions regarding manually configuring Windows Firewall.

Install ShipConstructor Standalone
1.  Insert the ShipConstructor 2011 DVD into the computer that you wish to

use for running ShipConstructor. The Install menu will autorun.

Note: If you have autorun disabled in Windows or if you have
downloaded the full install from the internet, you will need to
load setup manually.

2. Click Install ShipConstructor 2011. The Setup Type menu will appear.

SHIPCONSTRUCTOR!

2011

Select Setup Type to Install

Install Client

Install Server

Install Standalone

Back
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3. Click Install Standalone. The ShipConstructor 2011 Standalone
Installation menu will appear.

SHIPCONSTRU OR"

2011
ShipConstructor 2011 Standalone Installation
Install Microsoft® SQL Server® 2005 Express Edition

About SQL Serv 05 Express Edition Limitations

Windows 7 and Vista Users: Read this KB Article before installing SQL Server Express

Install ShipConstructor Standalone

Back

4. From the ShipConstructor 2011 Standalone Inatallation menu click
Install ShipConstructor Standalone. Click Next.
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The License Agreement appears. Read the agreement carefully, accept the
terms, and then click Next.

% ShipConstructar 2011 64 bit Setul

End-User License Agreement .
o SHIPCONST! ﬂ.UCTOﬂ'I'
Flease read the following license agreement carefully

SHIPCONSTRUCTOR LICENSE AGREEMENT

BEFORE PROCEEDING WITH THE INSTALLATION, YOU
MUST ACCEPT THE TERMS OF THIS AGREEMENT.
INDICATE YOUR ACCEPTANCE OR REJECTION OF THIS
AGREEMENT BY CLICKING ON THE APPROPRIATE
BUTTON. IF YOU DO NOT ACCEPT YOU MAY PRESS
CANCEL TO EXIT THE INSTALLATION.

pint | [ Back
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6.  You will be presented with the AutoCAD Selection dialog:
ShipConstructor 2011 can only be installed for one version of AutoCAD.
This dialog will display all versions of AutoCAD you have installed. Select
an existing compatible AutoCAD install for use with ShipConstructor 2011
and click Next.

14 ShipConstructar 2011 64 bit Setup [ |

AutoCAD Selection .
- . ) i SHIPCONSTRUCTOR 'I'
Select an existing AutoCAD install for use with ShipConstructor

Select the desired AutoCAD version from the list below.

AutoCAD 2010 - English
Mot installing dient
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You will be presented with the Custom Setup dialog:

By default, the standalone installation method installs the entire
ShipConstructor 2011 suite. You can add or remove features if you want to
further customize your install although it is recommended that most users
leave the default options. Click Next.

.. i ShipConstructor 2011 64 bit Setup

Custom Setup .
. S!-IIPCONSTRUCTOR'I'
Select the way you want features to be installed.

Click the iconz in the tree below to change the way features will be installed.

ShipConstructor Support Files Required Support Files
SC Client (ACAD 2010)
SC Client (ACAD 2011)
ShipConstructor Server Utilities
MC-Pyros This feature requires 135MB on

ShipCAM your hard drive.
MavisWorks Enabler

Location: C:\Program Files\shipConstructor 2011}

| [oskusage | |
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8. During installation, the SCServerSetup will load so that you can configure
ShipConstructor to connect to your SQL database. On the SCServerSetup
Screen, under the SQL Server Connection section, choose a Server
Instance from the dropdown list. If you have installed the bundled SQL
Server 2005 Express Edition, the SQL Server instance is listed as SHIPCON.

' ™
ocmasn M ==

S0L Server Connection

Server Instance  SSI-CHRISCISHIPCON -

Admin username =3

EEEEEEE

Admin password

Use Integrated Security

SQL Server Configuration
DataPath  C:\Program Files\Microsoft SQL Server\MS5QL. 1YM350L \Data

LogPath  C:\Program Files\Microsoft SQL Server\MSSQL. 1YMSSQL\Data
Backup Path  C:\Program Files (x86)Wicrosoft SQL ServerMSSQL. 1\MSSQL\Backup
[] Create ShipConPSM share
[ pisable 5QL Authentication {not recommended)

‘ShipConstructar’ User
-The password will not be changed if the user already exists

Enter password ~ ***eses

Confirm password ===

Cancel | [ seup

Note: If you do not see the desired instance in the drop-down
list, ensure that the server is currently running and running on
the same machine. If it is not, start the service then click [£.
If the server name still does not appear, type it in manually.
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Ensure that the Use Integrated Security box is checked if you are running
SCServerSetup as a machine administrator (typical). Otherwise, enter a
SQL server username and password for any user that has a sysadmin
role.

Note: SQL creates an account called “sa” by default during setup.
In the bundled SQL Server 2005 Express Edition the password is
“ShipCon”. If you installed SQL Server 2005 Express Edition on a
version of Windows other than XP use the password you entered
into the template.ini file. For full versions of SQL you will need
to use the password you supplied for the “sa” user during setup.

Verify the details in the SQL Server Configuration Section. Match the
Data, Log and Backup Paths to those used by your SQL installation. If you
install the bundled version of SQL Server 2005 Express Edition on a 32-bit
system the default paths will be correct.

If you intend to use ShipConstructor's Project Split and Merge functionality,
check the Create ShipConPSM share box.

Leave the Disable SQL Authentication unchecked.

Note: If SQL Authentication is disabled, your server is set to
Windows Authentication Only mode and will be inaccessible via
SQL Authentication.

Under the ShipConstructor User section, enter and confirm the user
password for the ShipConstructor user that will be created in the
database. Make a note of this password as it will be required to connect to
any ShipConstructor project you create.
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14.

15.

Click Setup to have SCServerSetup perform the following tasks.

A

Set the Authentication Mode. By default it will verify that the selected

instance of Microsoft SQL Server supports SQL Authentication. If

your Microsoft SQL Server is set to Windows Authentication Only,

it will change the setting to Mixed Mode which supports both

Windows Authentication and SQL Authentication modes.

Connect to SQL using the specified account.

Add the user ShipConstructor with the password ShipCon as a

sysadmin account.

Enable the xp_cmdshell stored procedure.

Set the SQL Server default log, data, and backup folders.

Create the ShipConPSM shared folder (if checked). The ShipConPSM

shared folder on the server is writable by everyone. If security is a

concern you may limit the folder’s security but it must be writable by

the following users:

i. Local System account (or whichever account your SQL Server is
running as)

ii.  Any domain user that will perform split and merge operations

Click Finish to close the window and complete the ShipConstructor
Standalone installation. You may have to restart your computer before you
can run ShipConstructor 2011.
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Activate ShipConstructor Licensing

1.  Toensure locks are viewable by the License Server Software plug the
Lock(s) into the USB port(s) of your computer.

2. Click Start and go to All Programs->ShipConstructor Licensing and click
on LockView to open the LockView dialog. Ensure that the locks can be
viewed and click Close.

# ST LockView [E=S=)

“ersion: 11.100.0.0
Lock Mame: Chiis-551 2308
Senial Mumber: 2308

E «piry Type: Mot Perpetual

E xpiry Date [d/mA) 2641172010
LIM&S Date [dfmdy): 2641142010
Last Used [dfmdy]: 2341142010

Project Split & Merge: Mo

odule Wersion: Level: Mumnber of Licenses:
Univerzal Mo License

Structure 12m 1 1 [Standalone]
Mest 120 1 1 [Standalone]
Automatic Mest 12m 1 1 [5tandalone]
Profilet est 12m 1 1 [5tandalone]
ProductHierarchy 120 1 1 [Standalone)
Fipe 120 1 1 [Standalone)]
E quipment 120 1 1 [Standalone)
HWAL 120 1 1 [Standalone)
Penetrations 12m 1 1 [Standalone]
Hull/ShipCakd 120 1 1 [Standalone]
"w'eldb anagement 12m 1 1 [5tandalone]
Diist. Syz. Supports 12m 1 1 [5tandalone]
Feports 12m 1 1 [Standalone)
MC-Pyros 120 1 1 [Standalone)

Update Counter: 103
ProgramlD: 35

Update Code: 235-061-1060
I zase of lock problems, check the Licensing section of the ShipConstructor Knowledge Base

v, shipconstiuctor. comdkb
If the problem cannot be resolved, e-mail this file bo: support@shipconstuctor. com

Log file created: C:%Program Files\Common Files\S515S ClicensingChris-S51 2308 bt

Copy To Clipboard Close

Note: If you receive the message, “Unable to View Lock”, contact
ShipConstructor Software Inc. for technical support.
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Go to your Start menu and choose All Programs->ShipConstructor
Licensing and click on License Monitor.

In the Server textbox enter (Local Computer) and click Connect. The
locks should appear below in the Locks Attached to the Server area. The
license information should appear below that in the Licensed Module List.

) s3I License Monitor EPTEEEY
Server Port
<] 3560
Locks Attached to Server
Lock Name | Serial Number [ Expiry Date [ UM&S Date |
Chiis-§51 2308 2308 11/26/2010 11/26/2010
Licensed Module List Module Users
Maduie | version [ SpitMer...| Level [ Avaisble| inUse | Tota | [ User | Computer |
Structure SC2008R4 No 1 1(SA) 0 1(58)
Nest SC2008R4 N 1 1(SA) 0 1(58)
Automatic Nest 'SC2008R4 No 1 1(SA) 0 1(58)
Profile Nest SC2008R4 No 1 1(SA) 0 1(5A)
Product Hierarchy 'SC2008R4 No 1 1(SA) 0 1(5A)
Fipe SC2008R4 No 1 1(SA) 0 1(54)
Equipment SC2008R4 No 1 1(5A4) 0 1(5A)
HVAC SC2008R4 No 1 1(5A) 0 1(5A)
Penetrations SC2008R4 No 1 1(3A) 0 1(5A)
Hull/ShipCAM SC2008R4 No 1 1(SA) 0 1(5A)
Weld Management SC2008R4 No 1 1(SA) 0 1(5A)
Dist. Sys. Support SC2008R4 No 1 1(SA) 0 1(58)
Electrical SC2008R4 No 1 1(SA) 0 1(58)
Reports SC2008R4 No 1 1(SA) 0 1(5A)
NC-Pyros SC2008R4 No 1 1(SA) 0 1(5A)
Password [
(S4) = Stand alone Close

Note: If the License Monitor is unable to see your lock you may
need to start the ShipConstructor License Server service.

Click the Close button once to close the License Server Monitor once you
have varified that it is connecting to the lock properly.

You now need to register the locks with ShipConstructor. Go to your Start
menu and choose All Programs->ShipConstructor 2011 and click on
ShipConstructor 2011 to launch the program.

From the ribbon bar choose New Project.
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8.  Choose a folder to store the project.

format <Machine Name>\SHIPCON.

For the Project Server choose your computer. This will be listed in the

MNew Project
Project Name  ShipConstructorProject

,

{58

Project Folder  C:Wsers\chrisc\Documents\ShipConstructorProject

Project Server  SSI-CHRISC\SHIPCON

[ View From Aft

Template Project(s)
Use the same template for all areas

Template .PRO or XML Template File
Users, Settings & Ranks
Shared Stocks & Standards
Structural Stocks

Pipe Stocks

HVAC Stocks

Penetrations

Equipment Stocks

Hull Locations

Administrator Login
User Name  ShipConstructor

Password

[[] Use Windows Authentication

Cancel

10. Under Template Project(s) put a checkmark in the Use the same

template for all areas checkbox.
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11. Under the .PRO or .XML Template File heading, click on the ... button
beside Users, Settings & Ranks. Then choose MetricTemplate or
ImperialTemplate from the dialog box. Click Open.

8 Open @E
@ .« Program Files » ShipConstructor2011 » ProjectTemplates v | 43 | Search ProjectTemplates

)
Organize ~ New falder =~ Ml @
- ~ Name : Date modified Type Size
P Desktop [ DINPipeCatalog 31/05/2010 405 PM XML Document 802 KB
18 Downloads =] ImperialTemplate 31/05/2010 £05PM XML Document 5,667 KB
% Recent Places MetricTemplate 31/05/2010 405 PM XML Document 4,925KB
= PipeCatalog 31/05/2010 £05 PM XML Document 5,466 KB
4 Libraries
| Dacuments
& Music
[ Pictures A
H videos T

18 Computer
&, Local Disk (C:)
s Data (D)
B3 ovD RW Drive (&
5 MirrorX (X:)
3 Mirror¥ (V:)
8 MirrorZ (Z:) B |

File name:  MetricTemplate ~ |Allvalid import files (".PRO;".XI +

[ SR —"

=

12. After a few seconds you should see that all of the templates have been
populated with the path and template file that you just chose.
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Under the Administrator login section, in the User Name field, enter
ShipConstructor. In the password field, enter the password that you used
when creating the ShipConstructor user.

ra New ShipConstructor Project_ @J u1

MNew Project

Project Name  ShipConstructorProject

Project Folder  C:Wsers\chrisc\Documents\ShipConstructorProject B
Project Server  SSI-CHRISC\SHIPCON -

[ View From Aft
Template Project(s)
Use the same template for all areas

Template .PRO or XML Template File -
Users, Settings & Ranks Frog pCo p Q i
Shared Stocks & Standards C:\Program Files\ShipCanstru. . \MetricTemplate XML
Structural Stocks C:\Program Files\ShipCanstru. . \MetricTemplate XML
Pipe Stocks C:\Program Files\ShipConstnu.. \MetricTemplate XML | =
HVAC Stocks C:\Program Files\ShipConstru..\MetricTemplate XML
Penetrations C:\Program Files\ShipCanstru. . \MetricTemplate XML
Equipment Stocks C:\Program Files\ShipCanstru...\MetricTemplate XML
Hull Locations C:\Program Files\ShipConstru.\MetricTemplate XML _

Administrator Login
User Name  ShipConstructor

Password EEEE

[[] Use Windows Authentication k e J[ T ]

Click OK to create the project. The project creation will take several
minutes to complete.

Once the New Project Created dialog box pops up, press OK to close it.
You will now need to connect to the project that you just created. Click

on the Navigator button in the ribbon to bring up the Register Project
window.

Click on the newly created project and enter ShipConstructor for the User
Name. Then enter your password for the ShipConstructor user. Click on
Open to open the project.
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18.

19.

The Licensing window will automatically open for you. If your licenses
have been successfully retreived you will see all of the available aquired
modules as well as their status.

# Licensing

Modules

Acquire| Module [Parts [Level (Max Parts) [ Lic avail [Lic Total [Status ]
AutomaticNest 0 Level 1(750 Structure Parts) 1 1
[ DistSystemSupports 0 Level 1(400 Fipe Parts) 1 1
FF Equipment 0 Level 1(150 Equipment Farts) 1 1
Hull 0 Level 1(750 Structure Parts) 1 1
#a HVAC 0 Level 1(400 HVAC Parts) 1 1
[ Nest 0 Level 1(750 Structure Parts) 1 1
B Penetrations 0 Level 1(150 Penctrations) 1 1
& Pipe 0 Level 1(400 Fipe Parts) 1 1
Pi= ProductHierarchy 0 Level 1(1850 Total Farts) 1 1
= ProfileNest 0 Level 1(750 Structure Parts) 1 1
[ structure 0 Level 1(750 Structure Parts) 1 1
# weldManagement 0 Level 1(750 Structure Parts) 1 1

| Electrical 0 Level 1(100 Electrical Parts) 1 1

select [ unselect all [#avetwork | (& Refresh List

Release Date: 18/07/2010

Lock Info

Server Lock Name Expiry Date | Days Left | UMBS Date | Type

127.00.1 26/11/2010 1 26/11f2010  shipConstructor

Show this window during Project Register [ oK ] [ Cancdl__|

Click OK to close the Licensing window. The ShipConstructor Navigator

will load. Click Close to close the ShipConstructor Navigator. You have

now successfully installed ShipConstructor on your computer.
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Modify or Remove ShipConstructor
Remove ShipConstructor
To remove an installation of ShipConstructor 2011

1. Open the Control Panel.

2. Open Add or Remove Programs.
3. Find ShipConstructor 2011 in the list of installed applications.

B Add or, Remove Programs

1
Eﬁj Currently installed programs: O] Show updates Sork by
Changs ar | [wer ——— -
Remove N " " -
Programs ﬁ Microsoft Visual C++ 2006 Redistributable - <86 9.0,30729.17 Size 10.26ME
ﬁ Microsoft Visual C++ 2008 Redistributable - 88 9.0,30729.4148 Size 10.19ME
% ﬁ Microsoft WSE 3.0 Runtime Size 0.92ME
Gt oy 5! MSXHL 4.0 5P2 (KB954430) Size  1.42MB
Programs
ﬁ MSHML 4.0 SP2 (KB973668) Sizer 2.77MB
Ij MSXML 6 Service Pack 2 (KE973656) Sizer 1.39MB
Add[Remove a Orca Size 2.97ME
Windows -
Companents (] Reganap Size 1.61ME

$C ShipConstructor 2011

@

Set Program

eFaults To change this program or remove it from your computer, click Change or Remave, Change [l Remove
|5 SQL Server System CLR Types Size 0.57MB
[ 5QL Server System CLR Types Sizs 0.B1MB
& 551 Licensing Sizs 5.01MB
1 Symantec Ghost Consale Client Size 43.68ME
§5) System Center Essentials Configuration Helper Size DaEME

4. Click Remove. The confirmation window will appear.
5. Click Yes to remove ShipConstructor 2011.

To remove an installation of SSI Licensing

SSI Licensing handles licensing for all ShipConstructor products. You should only
remove this if you are removing all ShipConstructor products.

Open the Control Panel.

Open Add or Remove Programs.

Find SSI Licensing in the list of installed applications.
Click Remove. The confirmation window will appear.
Click Yes to remove SSI Licensing.

vk wn e
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Updating ShipConstructor

It is possible to update existing installations of ShipConstructor whenever a new
version is released. By doing this you can receive the newest enhancements
without a lengthy reinstall process. If you are using ShipConstructor in a network
environment the server and all client workstations should be updated at the same
time since doing so ensures that the project databases on the server are in sync
with the software on the client machines.

Downloading the Update

To download the files necessary to apply the update, visit the ShipConstructor
website and find the download section. You will need the latest version of the
update for the product you want to update.

Applying the Update

1. Run the update executable on the machine you want to update. The file
should be named SC2011Update###.exe where ##i refers to the update
version you have downloaded. The update installation initializes and the
installer appears.

2. Click Update to continue.

3. When the update is complete, the installer shows a completed message.
Click Finish to conclude the update process.

4. You may need to reboot your computer at this time. If the Installer
Information window appears, click Yes to reboot your machine now.

Note: This will complete the updating of the software portion of
ShipConstructor on this computer. After you have updated all of the
machines on your network, you will need to update the project databases
for use with the updated software.
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Update a Project Database Version

Each updated software release may include a new version of the ShipConstructor
database. Once the update is applied, you can update your ShipConstructor
projects to the required database version.

Updating a project database converts a project created with a previous
version of ShipConstructor into the newest version. Newer project
databases are not backwards compatible with older versions of
ShipConstructor.

To update a project database version:

w

In Administrator, select the projects you want to update.
Choose Project > Update to open the Update Project Databases
window.

[ Update Project Databases g@
Update Yersion: | 5C2011 R1.0{11.100.1.0 » | [ Show Al
Skatus Wersion

Project
y 11.100.1.0

-

Select the database version you want to update the projects to.

Click Start. ShipConstructor automatically creates a backup of the
selected projects in the default backup directory at <SQLDataRoot>\
BACKUP\<database name> <current date&time>.bak. Once the update
has completed, to view a log file of the update, click View Log.

Click Close.
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Installing the Navisworks Enabler

If you want to view ShipConstructor drawings through Navisworks Review, Manage
or Simulate, the Navisworks Enabler must be installed. If a Navisworks product is
installed before installing ShipConstructor 2011, the Navisworks Enabler will be
installed by default. However, if you install a Navisworks product after installing
ShipConstructor 2011, you will have to modify the install to include the Navisworks
Enabler before you can use the associated functionality. To do this:

1. Refer to the section Modify ShipConstructor Installation (pg 29).

2. At the custom setup dialog, select the feature “Navisworks Enabler” and
select “This feature will be installed on local hard drive”.

3. Click Next, and then click Install.

Technical Support

ShipConstructor Software Inc. offers all customers free technical support for the
first 90 days after purchase. Additional support is available through Subscription
(previously known as UM&S).

Office hours: 7:00 am - 5:00 pm Pacific Time
Toll-free: 1-888-210-7420

Phone: 1-250-479-3638

Fax: 1-250-479-0868

E-mail:  support@ShipConstructor.com
Web: www.ShipConstructor.com
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